
SuperFlex Rubber are used to construct curbs, traffic circles, roundabouts, chicanes, bulb outs, safety 
islands, etc., where curved structured curbing is required.
Highly visible white or yellow reflective tape greatly assist motorist recognization of a raised
device in incumbent weather or dimly light conditions.

Features
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Flexibility: Units can be bent and shaped to create the exact configuration you need 
and remains highly durable and resistant to repeated vehicular impacts.

Versatility: SuperFlex Curbing can be used to create endless configurations such as 
traffic circles, road narrowing or widening, chicanes, bulb-outs, lane separation or 
road medians

Cost effective: Rubber curbing is long-lasting for years of continuous use. Other
solutions often require costly installations and/or replacements. The Superflex units 
can be easily installed and require minimum maintenance.

Highly visible: With a choice of yellow or white highway tape embedded into each 
unit, the rubber curbing is highly visible at night, bright sunshine or in poor lighting 
conditions.

Driver acceptance: Prefabricated units offer consistency at all locations, and being
rubber do not damage or mar vehicles should they be hit. And unlike concrete
Traffic Logix rubber units maintain their shape over time.

Removable: The rubber curb units can be removed for; road resurfacing or to test
the products at numerous locations. Unlike asphalt and concrete, which must be
destroyed during removal, the rubber units can simply be removed and reinstalled.

Long lasting: The Superflex curbing is low maintenance and built to resist
temperature fluctuations, inclement weather conditions, and ongoing vehicle traffic.

Two year warranty: Two year warranty on Superflex curbing components installed as
per manufacturer’s instructions.

SuperFlex Curb
Rubber 



Dimensions of the Traffic Circles

Physical Properties

Production Options

General Specifications

Unit Specs:

Width 3.125” (+/- 1/16”)

Length 39.25” (+/- 1/8”)

Thickness 4” (+/- 1/8”)

Minimum inside diameter: 6.5 feet

Material Compression molded  
recycled rubber

Density minimum 800 psi

Shore hardness minimum 70A

Specific gravity 1.4

Markings

rubber curbs are available 
in black or red brick color 
each unit can be marked 
with four reflective strips of 
white or yellow tape 1.5” by 
3.75” each

All Black

All Red Brick

Black with 4 each white reflective markings

Black with 4 each yellow reflective markings

Brick Red with 4 each white reflective markings

Brick Red with 4 each yellow reflective markings

The Rubber Curbs are used to construct curbs, traffic circles and safety islands. The weight of each unit of the 
curb is 13.2 lbs. Each unit is bolted to a paved road surface using three lag bolts 3/8” dia. through a plastic 
shield installed in the road surface.
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Super Flex Curbing Optional Reflective
Markings
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